
ABRASION TESTING IS FOR DETERMINING THE RATE OF 
ABRASION IN TEXTILE FABRICS

MARTINDALE ABRASION TESTER

ZGT 7012 M4



TECHNICAL SPECIFICATIONS

DEVOTRANS reserves the right to make changes to the brochure.  Photographed models may not be the latest ones.

USED IN

·  Textile manufacturers.

·  Artificial leather manufacturers.

Used for evaluating the change of appearance in 
textile fabric samples.

TECHNICAL INFORMATION

·  Test counter up to 999.999.

·  Operating Voltage: 220 VAC, 50 Hz. 

·  Abrasion fabric is provided.

·  Vacuum unit can be attached.

·  Test load : 12 Kpa, 9 KPa

·  Desktop type.
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MODELS

ZGT 7012 M4

ZGT 7012 M8

DIMENSIONS    
cm

WEIGHT  
kg

NUMBER OF 
TEST UNIT

SAMPLE 
DIAMETER 

mm

52x32x31

57x57x31

18 4

46 8

Ø140

Ø140

                        ZGT 7012 M8

ZGT 7012 M4

ZGT 7012 M4 ZGT 7012 M8

SATRA standard SATRA standard

ISO EN 12945-2

 
ISO 12945-2

ISO 17076-2-2011
 

ISO 12947-1
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