
 

 

 
 
 
 DVT BBO GD 

 DRIP IRRIGATION PIPE TENSION 
TESTER 

DEFORMATES THE PIPE AT FIXED FORCE 
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DVT BBO GD 

TECHNICAL SPECIFICATIONS 
  TECHNICAL INFORMATION 
 

 Sensitive load calibrated. 
  Suitable for long pipes test. 
 Additional loads are available. 
 Tension capacity: between 500 g – 50 kg. 

 
 

 OPTIONAL ADDITIONS 

 Various loads. 
 Production according to special pipe 
diameter. 

 
 APPROX. DIMENSIONS & WEIGHT  

 
 Width : 300 mm. 
 Depth : 580 mm. 
 Height : 850 mm. 
 Weight : 22 kg. 

Note: DVT DEVOTRANS reserves the right to modify the equipment described in the brochure. The model 
in the picture may not be the latest one. 
 

Deformates the pipe at chosen force.  Provides 
specimen for water flow determination test. 
 

 
  USED IN 

  Drip irrigation pipe producers. 

   

  OTHER MACHINES USED WITH THIS PRODUCT 

 DVT BBO DB 
 DVT GP D NN 
 DVT EA DLC 

 

  RELEVANT STANDARDS 

 TS EN ISO 9261 
 ISO 9261 
 TS EN ISO 3501 
 ISO 3501 
 TS EN 12734 

 


