
DEVOTRANS

DESIGNED TO  TEST  INSULATION 
OF CABLES IN HOT AMBIENT

INSULATION TESTER AT HOT AMBIENT

DVT KAZ DC



TECHNICAL SPECIFICATIONS

DEVOTRANS reserves the right to make changes to the brochure.  Photographed models may not be the latest ones.

USED IN

·  Cable producers.

Used for hot environment cable insulation test. 
During the test 220 V DC is applied to the cable.

TECHNICAL INFORMATION

·  Digital thermostat: up to 95° C.

·  Power : 3000 W

·  Inner dimensions : 40*30*40 cm.

·  Automatically stops at voltage leakage.

·  Made of stainless steel.

·  Water circulation for an even heat distribution.
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DEVOTRANS

RELEVANT STANDARDS

·  TS EN 50395 (KAZ DC)

OPTIONAL ADDITIONS 

·  Oil bath model (200°C).

·  Water bath model (95°C). 

·  Produced according to required dimensions. 
APPROX.  DIMENSIONS & WEIGHT

DVT KAZ DC

DVT KAZ 

·  Width :          600 mm       890 mm

·  Depth :          530 mm       870 mm

·  Height :         750 mm       150 mm

·  Weight :             22 kg            35 kg

DVT KAZ    DVT KAZ DC


