
 

 

 
 
 
 DVT NP L 

SAMPLE PREPARATION PRESS 

DESIGNED TO PREPARE RUBBER AND  
LAMINATE SAMPLES 
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MODELS 
DIMENSIONS 

(cm) 
WEIGHT    

(kg) 
CAPACITY  

(ton) 
FORCE 

READING 
PRESSURE 
CONTROL 

HEAT 
CONTROL 

NP.G 70x34x76 160 2 - 5 -     

NP.L 90x58x113 550 10 - 30 -     

NP.Y 120x60x120 160  20 - 50       

DVT NP L 
 

TECHNICAL SPECIFICATIONS 
TECHNICAL INFORMATION 

 Upper and lower plates are heated 
separately and thermostat controlled. 

 Pressure level can be adjusted. 
 Application time of the press can be 

fıxed in advance. 
 Easy to use , maintenance free. 
 Electrostatic powder paint coated. 
 Has advanced electronic control units. 
 Operation voltage : 380 V 50 Hz. 
 High heat insulation. 

 

Note: DVT DEVOTRANS reserves the right to modify the equipment described in the brochure. The model 
in the picture may not be the latest one. 
 

Used to prepare rubber, laminated forestry 
product samples.   

 

   USED IN  
 
 Rubber 
 Forestry products 
 Laminated coating 

 
 
OTHER MODELS 
 
    DVT NP Y                                     DVT NP G 
 


