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TECHNICAL SPECIFICATIONS

DEVOTRANS reserves the right to make changes to the brochure.  Photographed models may not be the latest ones.

USED IN

·  Textile manufacturers

  Textile product suppliers

Used in the determination of water retention 
of textile surfaces. This is obtained by 
measuring the surface wetting resistance of 
fabrics by applying the method of showering. 

TECHNICAL INFORMATION

·  Textile is kept stretched by a frame.

  Sample is aligned to 45 degree.

  Liquid height is 150mm. Additionally, the 
    height is adjustable.

RELEVANT STANDARDS

DEVOTRANS ELEKTRİK MAKİNELERİ SANAYİ VE TİC. LTD. ŞTİ. 
CEVİZLİBAĞ YILANLI AYAZMA YOLU NO:18  
TOPKAPI - İSTANBUL - TURKEY
T: +90 212 482 09 88  F: +90 212 482 10 48  
devotrans@devotrans.com     www.devotrans.com

DEVOTRANS

·  TS259  EN 24920
  ASTM D 4772
  TS 259
  UNI.AA TTC

APPROX.  DIMENSIONS & WEIGHT

·  Width : 230 mm

·  Depth : 230  mm

·  Height : 500 mm 

·  Weight : 2 Kg.
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