
 

 

 
 
 
 Z DBS 60-3 

DEVICE FOR DETERMINING HUMIDITY 

USED FOR HIGH ACCURACY DETERMINATION OF 
HUMIDITY IN MATERIALS 
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Z DBS 60-3 
 

TECHNICAL SPECIFICATIONS 
TECHNICAL INFORMATION 
 
 Capacity: 60 g. 
 Temperature range: 50 – 200 °C. 
 Calibration method: Manual. 
 Readability (weighing): 1 mg. 
 Readability (humidity): %0.01. 
 Repeatability: 1 mg. 
 Linearity: 3 mg. 
 Tray size and shape: 95 mm round. 
 Response time: 3 s. 
 Lantern or wind guard: Top-covered. 
 Operating temperature range: 5 – 40°C. 
 Frequency range: 50 – 60 Hz. 

DVT DEVOTRANS reserves the right to modify the equipment described in the brochure. The model in the 
picture may not be the latest one. 
 

Used for measuring humidity in agricultural 
products and dry foodstuff and in all raw materials. 
 
 
USED IN 
 
 Producers of all kinds of raw materials. 
 Dry foodstuff industry. 

 
 
 
APPROXIMATE DIMENSIONS AND WEIGHT 
 
 Width: 204 mm. 
 Depth: 336 mm. 
 Height: 167 mm. 
 Weight: 4.8 kg. 

 


